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COMBINATION CONCRETE CURB /

AND GUTTER TYPE B 6.24 (TYP)

HOT MIX ASPHALT BINDER COURSE,

IL-19, N3O, 2.25"

AGGREGATE BASE COURSE,

TYPE B, 8

Y

7\

(PRIME COAT)

TYPICAL SECTION - SIDEROADS

POLYMERIZED HOT MIX ASPHALT
SURFACE COURSE, MIX E, N30,

AGGREGATE (PRIME COAT)

2

BITUMINOUS MATERIALS

IDLEWOOD DR STA 0+66.00 TO STA 1+20.00 (VARIES 28 TO 36")
MCKINLEY AVE. STA 0+13.80 TO STA 0+78.69 (VARIES 17.2° TO 229
LOOP ST / S. CHESTNUT ST STA 16+50.00 TO STA 21+30.00 (VARIES 15.7° TO 22

Pt SN

¢ PROPOSED

/— SIDEROAD

|

| 5 2.58’ VARIES I 'VARIES 2.58' 5 |
12.0° 70 14.6° |  12.0° T0 15.7'
THRU LANE I THRU LANE

|

i

i

! 5.0%
|

COMBINATION CONCRETE CURB /

e

AND GUTTER TYPE B 6.24 (TYP)
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HOT MIX ASPHALT BINDER COURSE, ‘/

IL-19, NSO, 2.25"

STABLIZED SUBBASE, HOT-MIX ASPHALT, 4"

AGGREGATE BASE COURSE, TYPE B, 8"

% SEE CROSS SECTIONS FOR SLOPE
* %

\——POLYMERIZED HOT MIX ASPHALT
SURFACE COURSE, MIX E, N90, 1.5"

\\ AGGREGATE (PRIME COAT)

BITUMINOUS MATERIALS
(PRIME COAT)

TYPICAL SECTION - SIDEROADS

SOUTH CLINTON ST STA 7+26.14 TO STA 12+26.66

SEE CROSS SECTIONS FOR REQUIRED INTERSECTION CROSS SLOPE
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COMBINATION CONCRETE CURB /

AND GUTTER TYPE B 6.24 (TYP)

HOT MIX ASPHALT BINDER COURSE,

IL-19, N9O, 2.25

e
AGGREGATE BASE COURSE, /

\7POLYMER!ZED HOT MIX ASPHALT
SURFACE COURSE, MIX E, NSO, 2“
AGGREGATE (PRIME COAT)

BITUMINOUS MATERIALS

TYPE B, 8" (PRIME COAT)
CONCRETE CURB, TYPE B (TYP)
TYPICAL SECTION - SIDERQADS
IDLEWOOD DR STA 0+27.50 TO STA 0+66.00
¢ PROPOSED
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\ \ — COMBINATION CONCRETE CURB

HOT MIX ASPHALT BINDER COURSE, /

IL-19, NSO, 2.25"

AGGREGATE BASE COURSE, TYPE B,

73

(PRIME COAT}

TYPICAL SECTION - SIDEROADS

HILL ST STA 0+422.00 TO 0+87.00

AND GUTTER TYPE B 6.24 (TYP)

POLYMERIZED HOT MIX ASPHALT
SURFACE COURSE, MIX E, NSO, 2"

AGGREGATE (PRIME COAT)

BITUMINOUS MATERIALS

NOTE:

USE STRIP REFLECTIVE CRACK CONTROL AT
EXISTING PAVEMENT JOINTS AS DIRECTED

BY THE ENGINEER.
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